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Specification and Schedule of Prices

Fan coil unit for perimeter installation type QVC-2
Edition 8.2.2011, page 3 of 3

	Qty.
	Description
	Unit price
in €
	Total price
in €

	

	Displacement air fan coil unit type QVC-2, for 2-pipe systems (cooling or 
heating), for water-side control by valves.

Displacement air fan coil unit with one two‐row heat exchanger for cooling or heating. With a variable, easy‐to‐detach air distribution box including displace-ment air diffuser, painted black, wedge‐shaped for a uniform air discharge, with rectifying blades and low pressure loss to allow adaptation to varying sill geometries.

Output control via valve with electric actuator (separate accessory).

Unit consisting of:

-
Torsion-resistant housing of galvanized sheet steel. 

-
Low‐noise, extensive tangential fan 
with low-maintenance, low-noise slide bearing, large impeller diameter to convey high air flow rates, uniform air outlet over the entire unit width for agreeable room air flow. 
Direct drive by 5‐speed capacitor motor, 230 V ~/50 Hz.
Energy-saving operation thanks to vibration isolated engine with low energy consumption, max. 31 - 42 W for AC motor and 17 - 26 W for EC motor. 
Integrated thermal circuit breaker for motor protection. 
Completely wired on terminal strip, ready‐to‐connect.
Electrical connections always on the right (view from the room).
-
Heat exchanger for cooling for a high caloric output, made of copper tubing with press-fitted aluminum fins for a maximum operating pressure of 10 bar in standard version, connection to a cold water cycle.
Water connections  ½“ internal thread, on the right or left as required.

-
Drain tray of galvanized steel.

-
Easy‐to‐replace, self‐extinguishing secondary air filter of polyamide fibers, synthetic resin bonded.
Exterior dimensions: (height x depth) :  596 mm x 197 mm

Size:

/  outlet width


/  outlet height
o
  500
/  __________ mm
/  __________ mm

o
  630
/  __________ mm
/  __________ mm

o
  800
/  __________ mm
/  __________ mm

o
 1000
/  __________ mm
/  __________ mm

o
 1250
/  __________ mm
/  __________ mm

Manufacturer:
LTG Aktiengesellschaft

Series:


Fan Coil Units

Type:



QVC-2
	
	


	Qty.
	Description
	Unit price
in €
	Total price
in €

	
	Accessories, special versions (optional, at extra charge)

o
With EC motor, 0 – 10 V activation
o
Flexible hose, oxygen diffusion tight version 
(Oxiblock, PE), with stainless steel braiding, 
quick release coupling on one side, other side optional, length: 500 mm, without insulation for hot water
up to supply temperatures of +50 °C, operating pressure 10 bar
o
Flexible hose, oxygen diffusion tight version
(Oxiblock, PE), with stainless steel braiding, 
quick release coupling on one side, other side optional, length: 500 mm,
with insulation for cold water


or standard hose:

o
Flexible hose, (EPDM-core), with stainless steel braiding, 
quick release coupling on one side, other side optional, length: 500 mm, without insulation for hot water
o
Flexible hose, (EPDM-core), with stainless steel braiding,
quick release coupling on one side, other side optional, length: 500 mm, with insulation for cold water
o
2 x Electro-thermal actuator for water-side on/off control (2-step action)
two-way valve

o
2 x Electro-thermal actuator for water-side on/off control (2-step action)
three-way valve

o
2 x Reversible motor drive for continuous water-side control (3-step action) two-way valve

o
2 x Reversible motor drive for continuous water-side control (3-step action) three-way valve

· With primary air, socket diameter 100 mm (optional)
	
	


Technical data

	Cooling mode
	
	
	
	

	Induction air temperature
	[°C]
	
	
	

	Water supply temperature
	[°C]
	
	
	

	
	
	Speed I
	Speed II
	Speed III

	Flow rate
	[m³/h]
	
	
	

	Cooling capacity
	[W]
	
	
	

	Sound power level  LWA
	[dB(A)]
	
	
	

	Sound pressure level at 18 m² Sabine   LpA
	[dB(A)]
	
	
	

	Electric power consumption
	[W]
	
	
	

	
	
	
	
	

	Heating mode
	
	
	
	

	Induction air temperature
	[°C]
	
	
	

	Water supply temperature
	[°C]
	
	
	

	
	
	Speed I
	Speed II
	Speed III

	Flow rate
	[m³/h]
	
	
	

	Heating capacity
	[W]
	
	
	

	Sound power level  LWA
	[dB(A)]
	
	
	

	Sound pressure level at 18 m² Sabine   LpA
	[dB(A)]
	
	
	

	Electric power consumption
	[W]
	
	
	


© LTG Aktiengesellschaft · Grenzstraße 7 · D-70435 Stuttgart · Tel.: +49 / 711 / 8201-0 · Fax.: +49 / 711 / 8201-720

Internet: www.LTG-AG.de · E-Mail: info@LTG-AG.de

Former editions are invalid · Subject to technical modifications

