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Specification and Schedule of Prices

Ceiling Fan Coil Unit  Type LVC-2

Edition 4.2.2009 / page 1

	Qty.
	Description
	Unit Price
in €
	Total price
in€

	
	LTG A/C Sytem Indivent®
Ceiling fan coil unit type LVC-2 (cooling)

Compact ceiling fan coil unit with low space requirement, combined with air diffuser, either with or without additional separate fresh air outlet, with integrated cooling for a constant primary air flow rate, to produce a combined mixed / displacement air flow with low air speed, avoiding temperature layer formations in the occupied zone.
Unit consisting of:
-
Housing of galvanized sheet steel. Angle brackets of sheet steel for on‐site ceiling fixation using threaded rods.
-
Cross‐flow fan with steady characteristic and 5‐speed internal rotor capacitor motor with low energy consumption, terminal box wired. Triggering through individual switch.
-
Heat exchanger for cooling for a high caloric output, made of copper tubing with press‐fitted aluminium fins for a maximum operating pressure of the standard version of 10 bar, designed for connection to a chilled water supply system. Water connection ½“-internal thread
-
Condensate receiver of galvanized sheet steel
-
Linearly adjustable air diffuser with cylindrical slot nozzles of natural colour anodized aluminium profiles. Direction of blown out air even subsequently adjustable by 180° without need for any additional mechanism, individually factory‐set. Alternating long and short cylinders providing flow patterns from a flat jet close to the ceiling to a wide spreading of 17micro‐jets per meter diffuser length, with air distribution box of galvanized sheet steel.
Sizes:

o
630

o
800

o
1000

o
1250

Manufacturer:
LTG Aktiengesellschaft
Series:

A/C System Indivent® Ceiling Fan Coil Unit
Type:

LVC-2
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	Qty.
	Description
	Unit Price
in €
	Total price
in€

	
	Options:

Number of slot rows:
________
Length of slot rows:
________ mm
Colour oft he cylinders:
o
black

o
white

o
aluminium grey
Colour of the slot profiles:
________
o
Aluminium profile finish
o painted according to RAL No.:
________
o anodized
________

o
Profile adaptation to the ceiling using:

o special profile 

No.:________
o additional profile

No.:________

o
End piece on the face side of the profiles
o 15 mm wide
o 25 mm wide
o
Variable diffuser neck length (max. 170 mm)

desired length 
________ mm
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	Qty.
	Description
	Unit Price
in €
	Total price
in€

	
	Accessories/special version (optional, at extra charge):
o
With separate 1‐slot supply air outlet, so㱣ket diameter______ mm

o
Condensate receiver with socket
· Primary air throttling element KLX 100/ 1

o
Aluminium return air grille, natural colour anodized
Length: _______ mm  

Width: ________ mm
Installation type:

o vertical / horizontal Type LDC
o
Air outlet frame for return air grille
o special version: grille / frame powder coated
similar to RAL-No. ______

o
Aluminium profile finish
o chromium‐plated
· Flexible hose, oxygen diffusion tight version 
(Oxiblock, PE), with stainless steel braiding, 
quick release coupling on one side, other side optional, length: 500 mm, with insulation for cold water

or standard hose:

· Flexible hose, (EPDM-core), with stainless steel braiding, 
quick release coupling on one side, other side optional, length: 500 mm, with insulation for cold water
· Electro-thermal actuator for water-side on/off control (2-step action)
two-way valve

· Electro-thermal actuator for water-side on/off control (2-step action)
three-way valve

· Reversible motor drive for continuous water-side control 
(3-step action) two-way valve

· Reversible motor drive for continuous water-side control 
(3-step action) three-way valve 
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Technical Specification

	Cooling mode
	
	
	
	

	Induction air temperature
	[°C]
	
	
	

	Water supply temperature
	[°C]
	
	
	

	
	
	Speed I
	Speed II
	Speed III

	Flow rate
	[m³/h]
	
	
	

	Cooling capacity
	[W]
	
	
	

	Sound power level  LWA
	[dB(A)]
	
	
	

	Sound pressure level at 18 m² Sabine   LpA
	[dB(A)]
	
	
	

	Electric power consumption
	[W]
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