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Specification and Schedule of Prices

Ceiling Fan Coil Unit  Type VDC
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	Qty.
	Description
	Unit Price
in €
	Total price
in€

	
	Fan coil unit for 2-pipe systems for water-side control by valves

Type VDC-2 1000 for low intermediate ceilings (cooling)

Fan coil unit for ceiling installation and low ceiling heights, easy maintenance from below thanks to removable air outlet grille. Recirculated air mode with cooling. Ceiling installation on site using threaded rods. Recirculated air mode: return air and supply air handled via same grille. No additional air intake via floor cavity. Unit consisting of:
· Housing of galvanized sheet steel.
· Low-noise cross-flow fan with steady characteristic and 5-speed internal rotor capacitor motor, terminal box wired, with low energy consumption. Motor connections on the right (in direction of air discharge)
-
Heat exchanger for cooling. Connection 12 mm copper tube. For a high caloric output, consisting of copper tubes with pressed-on aluminium fins. Operating pressure up to 10 bar. Water connections on the right or on the left.
-
Removable air outlet grille for easy cleaning of the heat exchanger.
-
Condensate receiver integrated in the grille, without condensate drainage socket. Valve and electro‐thermal actuator revision possible after removal of the outlet grille.
Dimensions (length x width x height): 
1240 x 340 x 240 mm (overlap installation)

Dimensions (length x width x height): 
1198 x 298 x 240 mm (non‐overlap installation)
Manufacturer:
LTG Aktiengesellschaft
Series:

Fan Coils
Type:

VDC-2 1000
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	Qty.
	Description
	Unit Price
in €
	Total price
in€

	
	Accessories/special version (optional, at extra charge):

· Flexible hose, oxygen diffusion tight version 
(Oxiblock, PE), with stainless steel braiding, 
quick release coupling on one side, other side optional, length: 500 mm, with insulation for cold water

or standard hose:

· Flexible hose, (EPDM-core), with stainless steel braiding, 
quick release coupling on one side, other side optional, length: 500 mm, with insulation for cold water

· Electro-thermal actuator for water-side on/off control (2-step action)
two-way valve
· Electro-thermal actuator for water-side on/off control (2-step action)
three-way valve
· Reversible motor drive for continuous water-side control 
(3-step action) two-way valve

· Reversible motor drive for continuous water-side control 
(3-step action) three-way valve 
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Technical Specification

	Cooling mode
	
	
	
	

	Induction air temperature
	[°C]
	
	
	

	Water supply temperature
	[°C]
	
	
	

	
	
	Speed I
	Speed II
	Speed III

	Flow rate
	[m³/h]
	
	
	

	Cooling capacity
	[W]
	
	
	

	Sound power level  LWA
	[dB(A)]
	
	
	

	Sound pressure level at 18 m² Sabine   LpA
	[dB(A)]
	
	
	

	Electric power consumption
	[W]
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