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Specification and Schedule of Prices

Ceiling Fan Coil Unit  Type VKE 1100-2
Edition 10.7.2008 / page 2

	Qty.
	Description
	Unit Price
in €
	Total price
in€

	
	Ceiling fan coil unit for 2-pipe systems, compact design,

Type VKE 1100-2 (heating or cooling)

Fan coil unit for ceiling installation without casing. Easy maintenance thanks to large opening for easy cleaning of the heat exchanger. The entire fan unit may be removed from the device when installed.

Recirculated air mode with cooling and heating, consisting of:
· Galvanized steel housing, partly with thermal insulation and attachment links. Insulated diffusion box with two sockets DN 200, minimum surface to minimize energy loss. Suction box integrated in the unit with two sockets DN 200.

· AC twin centrifugal fan with stable characteristic, low noise, two-side suction, direct drive including maintenance-free slide bearing. 5-speed external-rotor capacitor motor, ready for plug-in with connector. Motor protected by integrated thermal circuit breaker. Energy-saving operation due to motor with low power consumption. Vibration isolation integrated in both blower sides.

· 2-row heat exchanger with optimized interconnection for high caloric output, made of copper tubing with press-fitted aluminum fins for operating pressures not exceeding 10 bar, designed for connection to hot/cold water systems.

· Condensate tray made of stainless steel including condensate sockets, insulated for use with low water inlet temperatures, easy removal for cleaning

· Plug-in filter class G2, easy replacement. Static pressure recovery for optimized heat exchanger inflow.

Exterior dimensions 
(B x L x H) 1100 x 640 x 250 mm
Manufacturer:
LTG Aktiengesellschaft
Series:

Fan Coils
Type:

VKE 1100-2
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	Qty.
	Description
	Unit Price
in €
	Total price
in€

	
	Accessories/special version (optional, at extra charge):

· Flexible hose, oxygen diffusion tight version 
(Oxiblock, PE), with stainless steel braiding, 
quick release coupling on one side, other side optional, length: 500 mm, without insulation for hot water
up to supply temperatures of  50 °C, operating pressure 10 bar

· Flexible hose, oxygen diffusion tight version 
(Oxiblock, PE), with stainless steel braiding, 
quick release coupling on one side, other side optional, length: 500 mm, with insulation for cold water

or standard hose:

· Flexible hose, (EPDM-core), with stainless steel braiding, 
quick release coupling on one side, other side optional, length: 500 mm, without insulation for hot water
· Flexible hose, (EPDM-core), with stainless steel braiding, 
quick release coupling on one side, other side optional, length: 500 mm, with insulation for cold water

· Plug-in connections with 1/2” internal thread for direct valve connection

· Electro-thermal actuator for water-side on/off control (2-step action)
two-way valve
· Electro-thermal actuator for water-side on/off control (2-step action)
three-way valve
· Reversible motor drive for continuous water-side control 
(3-step action) two-way valve

· Reversible motor drive for continuous water-side control 
(3-step action) three-way valve 
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Technical Specification

	Cooling mode
	
	
	
	

	Induction air temperature
	[°C]
	
	
	

	Water supply temperature
	[°C]
	
	
	

	
	
	Speed I
	Speed II
	Speed III

	Flow rate
	[m³/h]
	
	
	

	Cooling capacity
	[W]
	
	
	

	Sound power level  LWA
	[dB(A)]
	
	
	

	Sound pressure level at 18 m² Sabine   LpA
	[dB(A)]
	
	
	

	Electric power consumption
	[W]
	
	
	

	
	
	
	
	

	Heating mode
	
	
	
	

	Induction air temperature
	[°C]
	
	
	

	Water supply temperature
	[°C]
	
	
	

	
	
	Speed I
	Speed II
	Speed III

	Flow rate
	[m³/h]
	
	
	

	Heating capacity
	[W]
	
	
	

	Sound power level  LWA
	[dB(A)]
	
	
	

	Sound pressure level at 18 m² Sabine   LpA
	[dB(A)]
	
	
	

	Electric power consumption
	[W]
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